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NON CORROSIVE
METAL DISK
{BRASS)

NUMBER OF DUCTS AND
DUCT SIZE PRESTAMPED
OR CHISELED ON THE JOB
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o (18" DUCT MARKERS SHALL BE

DRILLED AND GRQUTED FLUSH
WITH THE SURFACE OF THE
PAVEMENTS OR CURB.

NEW DUCT MARKER SHALL BE INSTALLED AT
ALL DUCTS LOCATIONS NEW AND EXISTING AS
ELECTRICAL SHOWN ON THE CABLING AND DUCT PLAN.
DUCT/CONDUIT {COST INCIDENTAL) CONTACTOR SHALL
LOCATE EXISTING DUCT LOCATIONS IN FIELD
AND MARK IN FIELD BEFORE OVERLAY BEGING
IN ORDER TO REPLACE DUCT MARKERS AT
CORRECT LOCATIONS. (COST INCIDENTAL TO
CONTRACT)
TURF NEW PAVEMENT
OR QVERLAY
DUCT/CONDUIT MARKER DETAIL
NOT TO SCALE
- \
PROPOSED STEEL TENON
WITH COLOR TO MATCH
THE PROPOSED LIGHT
FIXTURE,
o
J PROPOSED DIRECT BURIAL CONCRETE
54 OCTAGONAL LIGHT POLE. MODEL CENTRECON

ELEVATION VIEW

PROPOSED DIRECT BURIED CONCRETE

2" x 8" HANDHOLE
W/ ALUMINUM COVER

MEO-S BY AMERON, THE POLE FINISH
AND COLOR SHALL BE NATURAL POLISHED
WITH WHITE AGGREGATE TO MATCH THE
EXISTING CONCRETE POLES,

&

PLAN VIEW

FINISHED GRADE
CABLE ENTRANCE

EXOTHERMIC WELDED
CONNECTION

3/4” DIA. X 10" LONG COPPER
CLAD GROUND ROD. MIN BURY 12"
IN UNDISTURBED EARTH

CRUSHED LIMESTONE CA-6
(WATERED & COMPACTED IN
4" LIFTS)

UNDISTURBED EARTH

TYPE A LIGHT POLE DETAIL

NOT TO SCALE

GALVANIZED STEEL HANDHOLE FRAME AND LID

HOOKS (TYPICAL) PER SECTION 10BB.10 OF
THE STANDARD SPECIFICATIONS
— FOR ROAD AND BRIDGE
NEW SAWCUT (COST CONSTRUCTION (SEE NOTE 2)
INCIDENTAL TO' ADJUSTMENT) |~ NEw 187 LONG f4 DOWELS
" 21 1/2" @ 12" SPACING DRILLED 6”
NEW & o INTO EXISTING HANDHOLE
HANDHOLE i y STRUCTURE (COST INCIDENTAL
ADJUSTMENT | 13 O ADJUSTMENT)
L ‘°! i NEW SAWCUT (COST INCIDENTAL)
I~
1
i, st - e - JF]SS—EXISTING 47 GRS CONDUIT
EXISTING —+ ‘o
HANDHOLE & N\ EXISTING CONDUIT AND
It e CABLE (SEE NOTE 1)
1
P .
EXISTING AGGREGATE BEDDING
ADJUST HANDHOLE
NOT 70 SCALE
NOTES:

1. THE CONTRACTOR SHALL PROTECT EXISTING CABLE AND CONDUIT DURING THE HANDHOLE
ADJUSTMENT CONSTRUCTION (INCIDENTAL TO ADJUSTMENT).

2. THE CONTRACTOR SHALL REUSE THE EXISTING FRAME AND LID. IF THE CONTRACTOR DAMAGES
THE EXISTING FRAME AND LID DURING CONSTRUCTION THE CONTRACTOR SHALL INSTALL A
NEW FRAME AND LID AT NO ADDITIONAL COST.
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CONDUIT

#4 CONTINUOUS REBARS
IN EACH CORNER

4—WAY
CONCRETE ENCASED DUCT BANK

NOT TO SCALE

NOTES:

1. DIMENSIONS ARE MINIMUM.
2. CONCRETE SHALL CONFORM TO ITEM 610,
3. ALL CONDUIT SHALL BE SCHEDULE 40 PVC.

4. TOP OF CONCRETE ENCASEMENT IN TURF AREAS SHALL NOT BE LESS THAN 24”
BELOW FINISHED GRADE.

5. 4" SPLIT DUCT SHALL BE CONCRETE ENCASED WITH 37 MIN. CONCRETE
SURRONDING 4" CONDUIT. COST INCIDENTAL TO SPLIT DUCT.

\PROPO‘SED PAVEMENT

PROPOSED LIGHT FIXTURE WITH 250 W, ,
HPS, 480V VERTICAL LAMP, MODEL 7 )
125~23-VR-HPS~250 BY . "
QUALITY LIGHTING OR EQUAL. THE “
FINISH SHALL MATCH .
EXISTING FIXTURE 4 1.
Z
=N E
6.251 = T %
. = ©
i prRoPOSED — -0
J 5_5,»; 2350 GRS CONDUIT
T i

PROPOSED SLIP FITTER FOR
TENON WITH COLOR TO
MATCH THE PROPOSED FIXTURE.
80" TRIPLE ARM 1B0" DOUBLEARM
AND SINGLE ARM BRACKETS SHALL
BE PROVIDED AS REQUIRED.

6" MIN,

12" MAX.

- PROPOSED OCTAGONAL
CONCRETE LIGHT POLE.

~———PROFPOSED CA~B CRUSHED

AGGREGATE (208)
COMPACTED TO 95%
DENSITY STANDARD PROCTOR
(COST INCIDENTAL TO
PROPOSED CONDUIT)

GRS CONDUIT UNDER PAVEMENT DETAIL.

PROPOSED LIGHT FIXTURE DETAIL

NCT TO SCALE

NOTES

NO SCALE

1. PROPOSED CONDUIT SHALL BE INSTALLED AT AN
ELEVATION THAT WILL NOT CONFLICT WiTH EXISTING OR
PROPOSED UTILITIES INCLUDING STORM SEWER,
UNDERDRAIN, CONDUIT, DUCT, GAS, WATERMAIN,
PHONE, ELECTRICAL AT NO ADDITIONAL COST TO THE

CONTRACT,

SIS

CABLES AS SHOWN ON
LIGHTING LAYOUT SHEETS
IN UNIT DUCTS

FINISH

307 _MIN.

CABLE IN UNIT-DUCT-PLOWED

NO SCALE

NOTE

TO FURTHER REDUCE THE POSSIBILITY OF WATER/MOISTURE ENTERING INTO THE
CONNECTOR BETWEEN THE CABLE AND THE FIELD ATTACHED CONNECTOR, iT IS
REQUIRED THAT A HEAT SHRINKABLE TUBING WITH INTERNAL ADHESIVE BE
APPLIED OVER THE ENTIRE CABLE CONNECTOR.

DUCT MARKERS SHALL BE INSTALLED AT EVERY NEW DUCT AND AT EVERY EXISTING

DUCT  LSED FOR THIS PROJECT.

bDUo72

CONTRACTOR SHALL HAVE THE OPTION TO TRENCH OR PLOW UNIT DUCT. NO ADDITIONAL
PAYMENT SHALL BE MADE FOR TRENCHING,

/—— PROPOSED PAVEMENT

!

ON LIGHTING PLAN SHEETS)

CONCRETE ENCASED DUCT BACKFILL

NOT TQ SCALE

/ MOUND SLIGHTLY, GRADE AND SEED

BACKFILL RESTORATION -t~

PER SPEC. 108~3.5

SAND OR EARTH BACKFILL -}
(SEE SPECIFICATIONS)

@

30" MIN.

!
!

\..

INSULATED CABLE AS SHOWN ON LIGHTI!&

LAYOUT SHEETS IN UNIT DUCT
OR GRS CONDUIT (TYP.)

(T¥F)

TRENCH DETAIL

NOTE

NO

SCALE

1. TRENCHES WITH MORE THAN 2 CABLES SHALL BE
INCREASED 37 IN WIDTH FOR EACH ADDITIONAL
CABLE. IF SPECIFIED ON PLANS, TWO PARALLEL
TRENCHES MAY BE CONSTRUCTED.

2. DEPTH OF TRENCHES SHALL BE AS SHOWN ABOVE
UNLESS OTHERWISE SPECIFIED ON THE PLANS.

3. SAND BACKFILL SHALL BE USED IF THE EXISTING
SOIL DOES NOT MEET THE BACKFILL REQUIREMENTS.

4. ALL DISTURBED SURFACES SHALL BE RESTORED TO
THEIR ORIGINAL CONDITION. COST IS INCIDENTAL TO
TRENCH RETURFING MATERIALS,

NOTE: AT CONTRACTOR'S OPTION, CABLE PLOWING
MAY BE USED IN LIEU OF TRENCHING.

.l
bAES PROPOSED CA-6 CRUSHED AGGREGATE
= (208) COMPACTED TO 95% DENSITY
gy STANDARD PROCTOR (COST INCIDENTAL

o 0« TO PROPOSED DUCT BANK)
00— prorosen  concrere
VARIES ENCASED DUCT (SIZE AS SHOWN

PATH: K:\0525702\sheets\
FILE: pht-—elecdtit.dwg
UPDATE BY: johse

SURVEY BOOK #

XREF DWG:

XREF DWG:

DATE: Wed 3/24/04 9:320m

REVISIONS
NUMBER BY DATE
Q 1 2
)

THIS BAR 1S EQUAL T0 2"
AT FULL SCALE (34X22).
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